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1 Updating the Firmware of the LD 500

1.1 Download latest Firmware on the CS Instruments website

Download Link:
https://www.cs-instruments.com/downloads/software/firmware-leak-detectors

1.2 Saving the file on the USB stick
Save the zip file on a USB stick and unzip it

The folder should look then like this:

- s Verwalten USE-Laufwerk ()

Start Freigeben Ansicht Laufwerktools

“ 3 v NP v USB-Laufwerk (1)

[ Desktop * [ Mame Anderungsdatum Typ Grabe
] Dokumente DEVO004 150820181526 Dateiordner
* Downloads
B Musik
m Videos
- USB-Laufwerk (I:)
DEVO004

1.3 Insert the USB stick into the LD 500
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1.4 Connect the charger to the LD 500

1.5 Update the LD 500

Please follow the following path:
Home -2 Setting = Device settings -2 Update System -2

1.5.1.1 ,Check USB stick for new Software Updates”

Check USE Stick for new Software updates
— act. SW = V91,53
Software V91.53
Languages W1.30
ChsW Pwr. V.22
ChSW Com. V0.23
Bluetooth V.22
IntelliTool  V99.98
Bootloader V91.53

Update selections || force all ‘ Update Channels

Back |

— Ch.Vers.

P1: V0.00 <new=>
C1:V0.01 <new>
c1

1.5.1.2 ,Update selection®

1.5.1.3 Update channels LD 510

If you are updating the software of an LD 510, under some circumstances it may be necessary to up-
date the channels first. This step is unnecessary with the LD 500.

15.1.4 Reboot LD 500

1.6 Bootloader Update

In case a Bootloader update is required, the procedure must be done twice.
If a bootloader update is required, the update process must be performed twice.

First the bootloader is updated, then the device software is updated, as described starting from section
"1.5 Updating the device".

The following message appears when the bootloader needs to be updated:

prufe USB Stick auf vorhandene Updates J

act SW= V251 ChVers
Software V3101 <v2s1> P1:V0.33
Sprachen V137 <V0.96>
ChSW Pwr. V0.33 <V0.33>
ChSWCom. V1208 «V1.20»
Bluetooth V0 25 <V0 00>
Bootoader  [CETETE N

! Update Bootloader ! I

Zurick |
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For example, here the bootloader is updated from version <VV0.30> to <VV0.34>.
To start the process, click on the "'Update Bootloader!" field.
The following message then appears:

Update Bootloader 7

! Dont switch off while updating !

Please do not switch off the device during the update process and confirm the message that appears
with "Yes".

Passwort eingeben

OK l Abbruch I

Then, the password must be entered.

e By default, the password is: “0000”.

o If the password has been changed by the user, the new password must be entered.

e If the user can no longer remember the changed password, please contact the manufacturer
(CS Instruments) with the device serial number. We will then send you the master password
for this serial number.

After successfully entering the password, execute "Update Bootloader" and then restart the device via
(reboot system).

Then, the device software can be updated as described in section “ 1.5 Updating the device".

In the case shown, this would be and update from version <V2.81> to <V3.01>.
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1.7 Update of the tool

There may be an update for the tool in the directory of the LD 500 / LD 510.

Then the device shows a possible new software update under "Auto Sensor Detection".

To perform the update, click on the gear wheel in the "Leakage search" that opens the selection of the

sensor type.

Pegel 18.4 dB _ Auto(10-7048) |
s
z: Auto Tool recognition
e
“UltraCam"
*ﬂ “UltraCam"
SN: 99991234
SW: V_0.82 (new V 1.00)
[ ok |

2 Home I HIBnI ;p.?i’ll’ﬂ EI éll

Click on the yellow field with the sensor type in blue letters and click on the Info button.

Pressurae
7.0bar | 8.0bar |[ 9.0 par
Distance

1.00 m | 2.00m " 5.00 m ™

—  Auto Tool recognition

Y

_| Distance by Laser

OK |

Ok

a)

Use the "Update Tool SW" to perform the update.

¢ Please do not mechanically remove the tool during this process.

Type : @UltraCam

SerialNr : 99991234 40
Sensivity: 39

Threshold: 30

LevelAdj.: H=0.00 M=0.25 L=-1.50 dB
SWVers.: V 0.82 (newV 1.00)
FPGA Vers.: V 1.04

Update Tool SW Back
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1.8 Check Touchscreen Calibration

Check the touch screen calibration.
Depending on the current SW version that has been used, it might be necessary to calibrate the touch

panel after the Firmware uptade.

This can be done in the following way:
Home -2 Setting = device setting - Calibrate touch panel

mark center of each cross

[158/134] <16215/17530>
¥=1.059-4863 XO0=1.162-2730 XU=1.176-2598

Cancel

Mark of each cross with a non-sharp pbject to not damage the touch panel.
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